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OTOSAD-98 ECO

HYDRAULIC AUTOMATIC T.C.T. CIRCULAR SAW RELIEF GRINDER

OTOSAD-98 ECO automatic hydraulic steel reliever provides automatic relieving of straight,
beveled or antikickback shoulders in one cycle.

GENERAL FEATURES

* Automatic relieving of straight, beveled or anti-kickback shoulders in one cycle.
* Non-corroding and hardening plating on all mechanical components.
* Independetly adjustable grinding and indexing speed.
* Totally enclosed cabin for operator safety.

* Simple controls for ease of use.

* Internal diagnostic.
* Rigid base.

* Ergonomic cabin for ease of loading and unloading.
* Production conformed with CE standards.

Hydraulic Power Unit

* Hydraulic Pump Capacity

* Working Pressure

* Container Capacity

* Oil Type

* Number of Valves in use

Motors on the Machine
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Steel Relieving Processing

TECHNICAL SPECIFICATIONS

3.2 t/"min:
20 Bars

» Circular Saw Outside Diameter (#80-800mm

Tellus 37

* Grinding Wheel Motor — [0,75kW 2800 r.p.m.]
* Hydraulic Motor —[0,75 kW 1400 r.p.m.]
» Coolant Motor —[0,09 kW 2800 r.p.m. ]

Saw blade holders provided with the machine:
@#20-22-25-30-32-35-40-45-50 mm

Steel Relieving Wheel

* Bore Diameter

» Blade Thickness

* Tooth Pitch

* Feeding Rate

* Wheel Diameter

* Wheel Bore Diameter

* Wheel Thickness

* Grinding Motor

* Coolant Motor Capacity

Min @16mm
Maks. 6mm
Maks.100mm
0-25dis/dk.
@150mm
@20mm

Min. 3mm
1HP

55 It/dk.
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* Coolant Container Capacity
* Motor Quality
* Connected Load

* Voltage

Outside diameter (D) : @150mm

Bore diameter (d): @20mm
Thickness (s): Min.3mm
Type: 1A1 Vitrifiye.

~70lt.
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2,7kW

380V, 3Ph, 60Hz
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